
OD Range Wall Range Max Length

ASTM A/B and ASME SA/SB Specifications Grades inches mm inches mm ft m

PRESSURE TUBING

-213 Seamless Austenitic Alloy Steel Boiler, 
Superheater and Heat Exchanger Tubing

304/L, 316/L,  
317/L, 347, others 0.250 to 1.000 6.35 to 25.4 0.016 to 0.100 0.4064 to 2.54 130 39.63

-249 Welded Austenitic Tubing Boiler, 
Superheater and Heat Exchanger Tubing

304/L, 316/L,  
317/L, 347, others 

Also available in H and N grades.
0.125 to 4.000 3.175 to 101.6 0.016 to 0.218 0.4064 to 5.54 48 - 130 14.63 - 39.63

-269 Seamless and Welded Austenitic  
Stainless Steel General Service Tubing 304/L, 316/L, 317/L, 347 S: 0.125 to 1.500 

W: 0.125 to 4.000
S: 3.175 to 38.1 

W: 3.175 to 101.6
S: 0.016 to 0.120 

W: .0.016 to 0.218
S: 0.4064 to 3.048 
W: 0.4064 to 5.54 48 - 130 14.63 - 39.63

-270 Seamless and Welded Austenitic  
Stainless Steel Tubing 304/L, 316/L, AL-6XN® S: 0.125 to 1.250

W: 0.500 to 4.000
S: 3.175 to 38.1 

W: 3.175 to 101.6
S: 0.016 to 0.120
W: 0.065 to 0.131

S: 0.4064 to 3.048 
W: 1.651 to 3.3274 48 - 130 14.63 - 39.63

-632 Seamless Austenitic Stainless  
Steel Tubing for General Service

304/L/N,  
316/L/N, 321, 347 0.125 to 0.500 3.175 to 12.7 0.016 to 0.065 0.4064 to 1.651 130 39.63

various Seamless Nickel and Alloy  
Condenser and Heat Exchanger Tubing

400, 600, 625,  
800, 825 0.125 to 1.500 3.175 to 38.1 0.016 to 0.120 0.4064 to 3.048 130 39.63

-676 UNS N08367 Welded Tubing AL-6XN® 0.250 to 4.000 6.35 to 101.6 0.020 to 0.120 0.508 to 3.048 48 - 130 14.63 - 39.63

COMMERCIAL INSTRUMENTATION TUBING

-213 Seamless Austenitic Alloy Steel Boiler, 
Superheater and Heat Exchanger Tubing 304/L, 316/L 0.125 to 1.500 3.175 to 38.1 0.016 to 0.120 0.4064 to 3.048 48 - 130 14.63 - 39.63

-269 Seamless Austenitic Stainless Steel 
General Service Tubing 304/L, 316/L 0.125 to 1.00 3.175 to 25.4 0.016 to 0.120 0.4064 to 3.048 48 - 130 14.63 - 39.63

NUCLEAR INSTRUMENTATION TUBING

-213 ASME Section III – Class 1, 2 & 3
See ASTM SB 163 and 167 for Alloy 600 304/L, 316/L 0.125 to 1.500 3.175 to 38.1 0.016 to 0.120 0.4064 to 3.048 130 42.67

                                                      AL-6XN® is a registered trademark of ATI.S: Seamless      W: Welded

Inquire about Cutting, End Finishing, Light Fabrication, Kitting, Kanban, Special Packaging, etc.

AUSTENITIC, FERRITIC & DUPLEX  
STAINLESS STEEL TUBING

SALISBURY CERTIFICATIONS

AS9100D ISO 9001:2015 PED 2014/68/EU,  
Annex I, Paragraph 4.3

NADCAP Non-Destructive Testing
(Ultrasonic testing) ITAR REACH RoHS


